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Fulton  Wood  Split  Pulley. 


FOR  SALE  BY  . 


E.  S.  SX.A.C'S", 

41  & 43  Taylor  $1.,  SPRINGFIELD,  MASS. 
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THE  LATEST 

— THE  BEST. 


It  is  now  conceded  by  nearly  every- 
one using  pulleys  that  a Wood  Split 
Puller  is  far  superior  to  any  kind  of 

REASONS  WHY. 

Split  Pulley  to  the  shaft  nearly  saves  the  cost  of  the 

per  cent  better  than  to  an  iron  face,  therefore  belts 


OUR  PULLEYS 


CONSTRUCTION  AND  PRINCIPLE  ' 


FULTON  WOOD  SPLIT  PULLEY 


We  use  the  quarter  web  and  fasten  it  securely  to 
the  arm,  and  lay  it  in  to  form  one  of  the  lags.  An 
arm  fastened  in  this  way  we  are  absolutely  sure  will 

BUSHING. 

double  the  grip  on  the  shaft  than  can  be  had  by  the 
old  style  round  hole  in  arm  and  round  bushing. 

and  cutting  the  hole  in  the  arm  at  an  angle  of  for^y- 

bottom.  In  the  old  way  they  only  gel  a pressure 
on  top  and  bottom  of  shaft,  therefore  we  get  nearly 

DURABILITY. 

nails,  thus  preventing  them  from  coming^apart  when 


TELEGRAPH  CIPHER. 


In  ordering  be  sure  io  give  correct  size  of  Shaft 


